
INNOVATIVE PRODUCTS 
IN

 HIGH-TECH-QUALITÄT

TEXCUT 3010 S            

The KURIS CNC-Cutter TexCut 

3010 S is combining spreading 

and cutting technology. This sys-

tem concept enables short set-up 

and production times. Especially 

appropriated for adverse building 

situations

 Just to be flexible ...

Features:

- excellent cutting quality

- reduced energy consumption  

- very simple operation

- service-friendly 

- automatic inclined position correction

- drilling device /cold (d=1,5-4mm)

- drilling device/hot (d=1,5-4mm)

- hollow drill device (d=up to 20mm)

- video-camera 0-point input

- drawing device 

- pattern repeat control    

- conversion  software

- manual spreader BUGGY

SPREADING AND CUTTING TECHNOLOGYFOR LOW LAYER

The stationary KURIS CNC-Cutter „TexCut 3010 S“ is an ideal combination 
machine for cutting and spreading. Appropriated for  sample cuts, small 
and medium sized series the system is offering comf ort – flexible, economic 
and precise. With the „3010 S“ you simply cut perfe ct. With proven KURIS 
technology this system is offering what is known fr om the big CNC-systems. 
That means not only cutting and drawing is possible  but for example also 
drilling and spreading. Altogether simple, quick an d cost-effective. There 
are no limits to the variety. 

Compact system, easy to operate at above average pe rfor-
mance and excellent cutting quality. All these para meters 
offer the basis for an economic solution. Following  branches 
are using KURIS Cutter systems since years:                         
 - Clothing Industry,  - Automobile Industry, - Avi ation and 
Space Industry, - Furniture Industry, - Construction Indus try, 
- Boat Building.

3010 SFLEXIBLE COMBINATION MACHINE
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Kuris Spezialmaschinen GmbH
Degginger Straße 6
D-73326 Deggingen-Reichenbach
Phone: +49 (0) 73 34 - 9 24 80 - 0
Fax: +49 (0) 73 34 - 9 24 80 - 69
Email: info@kuris.de
www.kuris.de

P R O D U C T P R O G R A M:

Fully automatic cutting technology

CAD Software solution 

Round knife cutting machines

Straight knife cloth cutters

Servo-Cutter-Automatic 

Bandknife cutting machines 

 Manual, semi-automatic and

fully automatic spreading machines 

 Cutting and spreading tables

 Conveyor belt tables 

Special machinery construction

I N D U S T R I E S:
Clothing industry

Automobile Industry 

Aviation and space Industry

Industrial textiles

Furniture Industry 

Construction Industry 

Boat building 

Railroad construction

LEGE-UND ZUSCHNEIDETECHNOLGIE

Cutting process with 6-bow knife.

Max. Cutting height (compressed) : 10 mm

Max. Cutting speed : 50m/min

Max. Positioning speed : 60m/min

Max. speed : 5m/s²

Working widths (Y) : 1,55 / 185 / 2,15m

Table widths : 1,90 / 2,20 / 2,50m

Working-length (X) : 2,20 m and 2,40 m

Total length : 2,90m

Prolongation Module (Standard) : 2,40m

Prolonggation Module 
(Special Length) : 1,20m

Operating Voltage : 400 V, 50/60 Hz

Power requirement
Controls / Drive : 2,5 kW

Vacuum-Unit : 7,5 kW

Main Power : 10KW

Fuse : 25A

Protection Class : Class 1

Compressed Air (5-6 bar) : 10l/min

Weight of Cutter : 900 kg

Weight of Vacuum-Unit : 300 kg

Option : Drawing Device, Drilling Device, Manual Spreader

Acoustic level : 57 - 74 dB(A)

Working height : 0,85m

Total weight : 1200 kg

Mark of Conformity : CE

The TexCut offers a lot of possibilities. That 
means no compromise in functionality.

KURIS the specialist for innovative spreading and cut -
ting technology. The broad production range o"ers 
solutions also for your needs. In our demonstration 
center spreading and cutting systems can be seen 
or tested with your own materials. Let us know your 
wishes or make an appointment with us.

We will be happy to advise you.

Clear machine concept.The manual spreader can be pushed easily.

w w w . k u r i s . d eI n n o v a t i v e  S p r e a d i n g -  a n d  C u t t i n g  T e c h n o l o g y

Working width: 1,68 m/ 1,83m / 1,98m

Spreading speed: manual

Spreading height: max. 15 cm

Cloth roll diameter: 40 cm - 60 cm

Cloth roll weight: 50 kg

Electric connection:

(other voltage upon request)

100 W

230 V single phase, 50-60 Hz

Machine weight depending on

working width: ca. 100 kg

TECHNICALDATA BUGGY(MANUAL SPREADER)

TECHNICALDATA TEXCUT 3010 S


